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DRAG AND COOLING WITH VARIOUS FORMS OF COWLING FOR A
“WHIRLWIND ” RADIAL AIR-COOLED ENGINE—I!

By Fred E. Weick

SUMMARY

The National Advisory Committee for Aeronautics has undertaken an investigation in the
20-foot Propeller Research Tunnel at Langley Field on the cowling of radial air-cooled engines.
A portion of the investigation has been completed, in which sereral forms and degrees of cowling
were tested on @ Wright “ Whirlwind” J—6 engine mounted in the nose of a cabin fuselage. The
couwlings varied from the one exireme of an entirely exposed engine to the other in which the engine
was entirely inclosed. Cooling tests were made and each cowling modified, if necessary, until the
engine cooled approximately as satisfactorily as when it was entirely exposed. Drag tesis were

then made with each form of cowling, and the effect of the couling on the propulsive efficiency deter-

mined with a metal propeller.

The propulsive efficiency was found to be practically the same with all forms of cowling. The
drag of the cabin fuselage with uncowled engine was found fo be more than three times as great as
the drag of the fuselage with the engine remorved and nose rounded. The conventional forms of
cowling, in which at least the tops of the cylinder heads and valre gear are exposed, reduce the drag
somewhat, but the cowling entirely covering the engine reduces it 2.6 times as much as the best con-
rentional one. The decrease in drag due to the use of spinners prored to be almost negligible.

The use of the cowling completely covering the engine seems entirely practical as regards both
cooling and maintenance under service conditions. It must be carefully designed, however, to cool
properly. With cabin fuselages its use should result in a substantial increase in high speed orer
that obtained with present forms of cowling on engines similar in contour to the J—6.

INTRODUCTION

The problem of cowling radial air-cooled engines has puzzled aircraft designers since the
adoption of the static radial engine. The cowling hes an important effect on both the cooling
of the engine and the drag of the airplane, and no reliable data on either have been available.

At the conference of aircraft manufacturers held at Langley Field on May 24, 1927, several
requests were made that an investigation of the cowling and cooling problem in regard to radial
air-cooled engines be undertaken in the new full-scale Propeller Research Tunnel which was then
just being completed. A program for a series of tests was drawn up and submitted to the
manufacturers for criticisms and suggestions, several of which were adopted. T

The program as finally arranged includes 10 main forms of cowling to be tested on a J-5
engine in connection with 2 fuselages, 3 on an open cockpit fuselage and 7 on a closed cabin
type. The seven forms of cowling on the cabin fuselage range from the one extreme of an engine
entirely exposed except for the rear crank case, to the other extreme of a totally inclosed engine.
One of the cowlings with the open cockpit fuselage includes individual feirings behind each
cylinder. Three forms of cowling, two of which are on the cebin fuselage, afford direct compari-
sons with and without a propeller spinner. The program involves the measurement of the
engine cylinder temperatures, each cowling being modified, if necessary, until the cooling is
satisfactory. The cowling is then tested for its effect on drag and propulsive efficiency.

T This report was originally pablished as N. A. C. A. Technical Note Na. 301.
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The portion of the investigation mvolvmg the cabin fuselage is covered in this report, and
the rest of the investigation will be glven in another report called part 2 (reference 2).

Although the tests are being made in the Propeller Research Tunnel, a great deal of belp
has been received from other sections of the laboratory, especially the Flight Operations Section,
which nzade a besutiful job of the cowling and also contributed many helpful suggestions, and
the Power Plants Division, which conducted the measurement of the cylinder témperatures.

METHODS AND APPARATUS

The Propeller Research Tunnel is of the open throat type with an air stream 20 feet in
diameter, in which velacities up to 110 M. P. H. can he obtained. A complete description of
the tunnel, balances, and other measuring devices is given in Reference 1.

A standard Wright “ Whirlwind "’ J-5 engine delivering 200 HP. at 1,800 R. P. M. wes used
for these tests. It was mounted on a dynamometer inclosed within the fuselage so that the
engme torque could be messured directly. The torque as measured included the torque on the
engine cylmders due to the twist of the slip stream. In order to correct for this effect a special
test was made in which three J-5 cylinders complete with valve housings were mounted under
the front portion of a water-cooled Wright E-2 engine on a VE~7 fuselage in the Propeller
Research Tunnel (Fig. 11). The cylinders were in the same position relative to the propeller
as on & J-5 engme ~The middle cylinder only was supported in such a manner that its torque
about the engine axis could be measured, and the same propeller used in the cowlmg tests was
driven by the E-2 enigine. 'The torque on the middle cylinder was then found for various engine
and air speeds with different-amounts of cowhng, and the results have been used to apply &
correction, amounting to as much as 3_per cent in some cases, to the engine torque and power.

The cabin fuselage was designed to have a shape and size approximating the average of the
fuselages of several commercial “Whirlwind”’ engined cabin monoplanes. The fuselage was of
rectangular cross section from the maximum section to.the tail, and the forward portion was
gradually faired to a circular section ab the engine. _ Thls whole forward portion was rebuilt
for the various cowlings.

In order to make certain that the tests would be directly applicable to the present—da,y
high-wing cebin monoplanes, a stub wing and pilot’s extension cabin and windshield were
mounted on the fuselage and tested with three different cowlings. The wing, which was con-
structed of flat sheet aluminum over & wooden frame, had the Gottingen 398 section, with a
7-foot chord and 16-foof span.

The open cockpit fuselage is similar in shape to ’ghat of & Vought UO-1 airplane, and &
UO-1 type landing gear is being used with both the open and cabm fuselages in this investigation
in order to keep the landing gear factor constant.  __

The cylinder temperatures of the J-5 engine were. measured at 69 different points, 47 being
on the top (Number 1) cylinder and the rest-distributed at two or three representative points on
each of the other cylinders. A mass of other engine data such as the manifold depression, fuel
consumptlon, and carburetor air temperature, were also obtained. Only a small portion of the
engine date is necessary to the present investigation, and most-of it, along with a oomplote
description of the thermocouples, pyrometers, and other instruments, will be published in a
separate report by the Power Plants Division of the lahoratory.

The entire program includes ten main sets of cowling. Numbers 1, 2, and 3 are to be used
with the open cockpit fuselage and have not yet been tested The cow]mgs tested on the cabin
fuselage may be outlined as follows: .

Number 4. Noa:cowling over cylinders or cra.nk case. Tested with and without wing.
(Fig. 1.)

Number 5. Cowling covermg slightly less than one—half of each cylmder and over crank
case. Tested with and without wing. (Fig. 2.) ]

Number 6. Same as Number 5, but with spinner. Tested with and without wing. (¥ig. 3.}

Nuniber 7. Cowling over nearly all of each cylinder and over crank case. (Fig. 4.)

Number 8. Same as Number 7, but with spinner. (Fig. 5.)
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Number 9. Single cowling completely covering cylinders, but no cowling over crank case.
(Fig. 6.) .

Number 10. Seme as Number 9, but with internal cowling similar to Number 5 aver lower
portion of eylinders and crank case. (Fig. 7.)

All of the cowlings were constructed in & practical manner with fire walls and louvers.

The first test made with each cowling was on the cooling properties, the cylinder tempera-
tures with the uncowled engine (Number 4) being used as a criterion. In the first few series of
cooling tests the engine was run et full throttle at air speeds of 60, 80, and 100 M. P. H. At
each speed the run was maintained until the temperature conditions had become constant.
It was found that in each case the engine ran slightly warmer at 80 M. P. H. than at either 60
or 100, so the remainder of the tests were run at 80 M. P. H. as representing the worst flight
conditions for cooling. The conditions were therefore similar to those in an extended full throttle
climb in flight. If the cooling with any cowling was not as satisfactory as that with the uncowled
engine, the cowling was modified until satisfactory.

Drag tests were run with the various cowlings, both as they were originally constructed
and as they were finally modified to cool properly.

After a cowling cooled properly, propeller tests were made to determine the effect of the
cowling on the propulsive efficiency. The propeller, which had adjustable aluminum alloy
blades (Fig. 31), was tested at both a low and a high pitch setting with each cowling. The hub
to which the blades were fitted was of steel, and in order to save weight, had been made 1 inch
shorter than the hub for which the blades had been designed, so that while the drawing shows &
9-foot propeller, the diameter in these tests was actually 8 feet 11 inches. The propulsive
efficiency found from these propeller tests includes the increase in drag of all parts of the body
affected by the slip stream and also the effect of the body interference on the propeller thrust

and power.
COOLING TESTS

The cylinder temperatures obtained with cowling Number 4 (engine uncowled, Figs. 1, 12,
and 13) et full throttle and 80 M. P. H. were used as a criterion by which to judge the cooling
with the other forms of cowling. The particular temperatures used for comparison are tabulated
in Teble I. The hottest part of each cylinder was the rear spark-plug boss, and it was at first
thought that the average of the rear spark-plug boss temperatures for all nine cylinders would
be used as a measure for comparison. In some runs, however, one or two cylinders had very
low temperatures, probably because they were not developing full power, so the average of the
five hottest cylinders has been taken as a better criterion of the cooling. The highest tempera-
ture recorded on any cylinder was also used as a criterion, and also three representative points
on cylinder Number 1 (top cylinder). One of these was at the rear spark-plug boss, one at the
rear central portion of the barrel, and the third at the rear lower portion of the barrel. The rear
points were chosen because they represented the highest temperatures around the cylinders.
In addition to the above cylinder temperatures, the lubricating oil temperature and the tem-
perature of the air in the tunnel were considered.

The temperature conditions under which these tests were made in the wind tunnel were
more severe than the conditions found in flight in a temperate climate, and probably correspond
to those of a sustained full throttle climb in a tropical climate. The cylinder temperatures
recorded were therefore in the neighborhood of 100° higher than have been found in flight tests.

The cooling with cowling Number 5 (Figs. 2 and 14), in which the cowling covered the
crank case and nearly half of each cylinder, was better than with no cowling whatever over
the engine. The hottest five cylinder head temperatures averaged nearly 70° F. lower than
with cowling Number 4, while the cylinder barrel and oil temperatures were the seme. With
cowling Number 6 (Figs. 3 and 15), which was the same as Number 5 excepting for the spinner,
the cooling effect would be obviously about the same as with Number 5, so no cooling tests
were considered necessary. (Since the full throtile running seemed unusually severe, and
since it was necessary to run the engine with thermocouples attached for over 100 hours in all
no full throttle running was done which was not necessary.)
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Number 7 cowling (Figs. 4 and 16) as originally constructed inclosed the whole engine
except for the tops of the cylinder heads and the valve gear. At the front of the cylinder the
cowling came just under the spark plug, and at the rear it came just over the cylinder head
proper, inclosing the rear spark plug. The cooling with this cowling was not satisfactory, for
the oil and cylinder barrel temperatures were excessive, although the head temperatures, even
those of the inclosed rear spark—plug boss, were considerably lower than with no cowling over
the engine.

Apparently with cowling Numbers 5, 6, 7, and 8, the air ﬂows past the cylinder heads at
greater speed than with no cowling over the engine. In order to improve the oil and cylinder
barrel cooling with cowling Number 7, four slots were cut in the nose as shown in Figure 17.
These were effective in reducing the oil and barre] temperatures somewhat, but the temperatures
were still too high, and on this run the piston in cylinder Number ¢ failed, due apparently to
excessive temperature. The high piston temperature was probably due to the fact that with
the high oil and cylinder wall temperatures with cowling Number 7, the heat was not-conducted
awsay from the piston skirt rapidly enough. The engine was repaired, and six larger slots
were put in the nose cowling over the crank case as shown in Figure 18. Enough louvers were
already in the cowling behind the engine to permit the escape of the air passing through the
nose slots. With this arrangement the cooling was considered satisfactory as compared with
that of the uncowled engme (Number 4). The cylinder head temperatures were & little lower
than for the uncowled engine, the oil temperature was practically the same, and the barrel
temperatures were g little higher. ’

Incidentally, a series of tests with different sized carburetor jets was run with cowling
Number 7. It was found that the cylinder temperatures could be reduced materially by
increaging the jet size.

Cowling Number 8, which was the same as Number 7 except that it had a sp'mner, isshown
as originally constructed in Figures 5, 19, and 20. On account of the large spinner, nose slots
similar to those in cowling Number 7 could not be uged. Instead, the cowhng wes cut away
immediately in front of each cylinder, as shown in F1gure 21, to make the engme cool properly

Cowling Number 9 completely covered the engine (Flgs 6 and 22). The air was taken in
at the nose and allowed to flow past the engine, which was entirely uncowled inside of the
outer hood, and out of an annular slot similar in section to some wing slots which have been
tested. This type of nose and slot were designed to offer as little disturbance to the flow of
air over the fuselage as possible, separating the air for cooling the engine from the general flow
and then feeding it back smoothly through the slot. No information was available when this
cowling was designed regarding the necessary size of the hole in the nose or the slot. In the
coohng test with the original Number 9 cowling the cylinder head temperatures becama exces-
sive in & very short time. '

Number 10 cowling was the same as Number 9 except that it had Number 5 cowling
inside also (Figs. 7 and 23), so that the air was directed more particularly at the cylinder heads,
and at the same time had a smoother path past the engine. This improved the cooling of the
cylinder heads slightly, but they still ran much too bot. During the test the head of Number
3 cylinder developed a small hole about one-eighth inch in diameter, apparently caused by a
defective spot in the aluminum alloy becoming too hot to withstand the cylinder pressures.
This. cylinder was therefore replaced. It is interesting to note that-the two cylinders which
gave trouble due to cooling—Numbers 3 and 9—were depnved of their full share of cooling
air by the magnetos, which on the J-5 engine are placed in front ‘of the cylinders. - '

The outlet area at the slot had originally been made smaller than the inlet area, and the
cowling was then modified by cutting 3 inches off of the skirt of the hood or nose piece, which
increased the area of the slot to that of the opening at the nose. With this modification the
cooling was fairly satisfactory except for the cylinders located behind the magnetos (Num-
bers 2, 3, 8, and 8). The magnetos effectively blocked most of the air from those cylinders.

Ne’xt, deflectors, as shown in Figure 9, were installed between the cylinders to direct the
air to the hottest portions at the rear. These also reduced the temperatures slightly and were
retained. The next modification was to enlarge the hole in the nose from 24 inches to 28 inches
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in diameter. It was thought that this would not only allow more air to flow past the engine, but
also enable some air to pass over the magnetos. With the 28-inch opening the cooling was much
better, but the cylinders behind the magnetos, especially Number 9, still ran too hot.

Next a cut-out was made in the nose piece over each magneto. Thisimproved the conditions
somewhat, but not sufficiently, so ths cut-outs over the magnetos were enlarged, the cowling as
it then appeared being as shown in Figures 8, 24, and 25. With this arrangement, the cooling
was fairly satisfactory, but the temperatures were still a little higher than for the uncowled engine,
especially at the lower portion of the cylinder barrels.

In the original design the slot had been placed as far forward as possible in the hope that it
would help remove the boundary layer near the ragion of rather sharp curvature at the nose,
and thereby help reduce the drag. This necessitated a sharp rise in the internal cowling imme-
diately behind the cylinders, which hindered the flow of the cooling air. In an effort to reduce
mainly the barrel, but also the head temperatures, still further, the rise behind the cylinders
was made gradual and the slot moved farther back as shown in Figures 8 and 26. The inside
deflectors were retained as before. With this arrangement the cooling was very nearly as good
as with the uncowled engine, and for the first time with the cowling completely covering the
engine, the test was continued until the temperature conditions became constant (about 10
minutes). The five highest head temperatures averaged ebout 30° F. higher than for the
uncowled engine, the barrel temperatures averaged about 60° F. higher, and the oil temperature
was only 5° F. higher. The oil temperature could, of course, be reduced by reducing the cowling

covering the crank case. One thermocouple had consistently recorded the highest temperatures

with Number 10 cowling, and this one was still somewhat high.

A run was made next without the deflectors which directed the air around the cylinders.
All of the cylinder temperatures became rather high in a short time, and the run wes stopped.

Since the above deflectors were evidently very helpful in cooling the engine, another run
was made with improved ones. The original deflectors directed the air around both sides. of
the cylinders, but the second set turned the air in one direction only, as shown in Figures 10 and
27. They were larger than the first ones, and directed about two-thirds of the air between
each two cylinders around the exhaust valve and rear spark plug. The cooling with this arrange-
ment was considered approximately as satisfactory as with the uncowled engine. The cylinder
head temperatures were about the same, and the cylinder barrel temperatures, which still
averaged about 60° F. higher, were considered permissible. .

In order to determine whether inclosing the propeller hub in a spinner would help the air flow,
and consequently the cooling and drag, the ebove cowling was tested with Number 6 noss inside
as shown in Figure 28. After a few minutes of running it was apparent that the cooling and
drag were about the same as without the spinner, so the run was discontinued.

RESULTS OF DRAG TESTS

The observed drag-test data are given in Table IT and the results are plotted in Figure 30.
The drag of the bare fuselage (Wlthout supports or landing gear) with the various cowlings is
given for an air speed of 100 M. P. H. in the foIlowmg ta.ble

[ Fuselazmd " :;l;ducﬂaxhd]

Comling sagins drag om mnconled

;mﬁ'&u.df'f o Ia??o%ﬁ. P.H.

o . - ¥ N .

Number 4. Engine uncowled_ .. __ ________ e 125 0
Numbper §. No spinner; EAS.B&.I _________________________ } -119 6
Number 8. Spinner; origipal - ____________________ ] 116 9
Number 7. No spinner; original. . __________-» 103 22
Number 7. Modified toeool oo j 111 14
Number 8. Spinner; original . _______ - ________-_:l - 100 25
, Number 8. Medifiedtoecool .t 106 19
- Number 10. Combinstion of @ and 5; original __._________ . 64 61
Number 10. Modified to eool ] 75 80
Number 10. Modified to eocl; with spinner_ . ____ .. ...__ .75 50
Number 4. Engine removed, nose rounded._ - - __-_ _[ - 40 85

104397 —30——12
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The last item listed, Number 4 cowling with the epgine removed and the nose 1oundcd as
shown in Figure 29, has been included as an ideal with which to compare the effect of the various
cowlings. Using this as a basis, the uncowled engme 1s respon&ble for an increase in drag of
85 pounds at 100 M. P.H.

The outstanding feature of the drag tests is the large reduction in drag obtained with the
cowling which completely covers the engine. Considering only the cowlings which cool properly
the reduction of drag with Number 10 cowling is about 60 per cent of the total possible reduc—
tion, and is 2.6 times as great as with the next best, Number 8.

The drag of the bare fuselage without engine is ouly 40 pounds 2t 100 M. P. H.  When the
uncowled engine is placed on the nose the drag is increased to 125 pounds, or 3.13 times that of
the bare fuselage without engine. With the best conyentional cowling (Number 8) the drag is
106 pounds, or 2.65 fimes that-of the fuselage alone, and with the cowling totally mclosmg the
engine (Number 10) the dragis 75 pou.nds, or 1.87 times that of the fuselage without engine.

+ The forms of cowling most used in service are similar to Numbers 5 and 6, and these have a
very slight effect on the drag, and consequently an a.hnost insignificant eﬁect on the perform- -
ance of an airplane. .The reduction of drag is small even when practically the whole of the cylin-
ders are cowled in, as in Number 8. _Apparently, if even a small portion of the engme is exposed,
it is sufficient to disturb the smooth flow over the hady, and the turbulent flow is associated -
with high drag. When the entire engine is covered and the cooling air is separated from and
returned to the outside air smoothly, as with cowling Number 10, the smoother flow is evidently
accompamed by a substantial decrease in drag.

It is mterestmg to note that with cowling Numbers 7, 8, and 10, it cost, respectively, 8, 6,
and 11 pounds in drag at 100 M. P. H. to meke the original designs cool properly. Apparently,
the method used with Number 8, which was to cut away the cowling immediately in front of
the cylinders, costs shghtly less in drag than the slots of Number 7.

The value of spmners in reducing the drag, when used in front of radial air-cooled engines,
is shown by & compa.nson of cowling Numbers 5, 6, 7, and 8 as originally designed. In each
case the drag with spinner was 3 pounds less at 100°M. P. H. than the drag without spinner.
This would represent a difference in speed of & smxﬂl fraction (about one-third) of a mile per
hour on an average airplane with a J-5 engine. -

It is interesting that the stub wing with windshield increased the drag only 57 pounds at
100 M. P. H. with cowling Number 4 and 50 pounds with Numbers 5 and 6 (Number 4 had
slightly more pilot’s windshield exposed), although the drag of the wing alone would be about
75 pounds as computed from model tests.

RESULTS OF PROPELLER TESTS

A large mass of propeller test data has heen obtained d__u_ring these cowling tests, only a
small portion of which is necessary to show the effect of the various cowlings on propulsive
efficiency. The rest will be used in another report dealing with body interfercnce. The pro-
pulsive efficiencies obtained with the various cowlings are shown in Figure 32 for a propeller
blade angle of 15° at the 49-inch radms, and in Figure 33 for 23° at the 4%-inch radius. (These
angle settings correspond to pitch-diameter ratios of 0.66 and 1.02, the pitch being taken at
75 per cent of the radius. The pitch of this propeller is apprommately uniform for all working
sections when the pitch-diameter ratio is about 0.5,) . The curves of propulsive efficiency are
very nearly the same for all cowlings, although for both pitch gettings the efficiencies with cowl-
ing Number 10 are the highest. The power ‘and t’ﬁrust coefficients were also practically tha
same for all cowlings. )

DISCUSSION
Effect on Airplane Performance.

It is interesting to compare the various forms of cowling with regard to their effect on the
performance of a typical “Whirlwind” engined cabin monoplane. Suppose such an airplane
with an uncowled engine similar to Number 4 required 200 HP. to fly horizontally at 125
M. P. H. If the airplane were equipped with the usual emount-of cawling, similar to Numbers
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5 and 6, the power required would be reduced to 196 or 194 HP., respectively, at 125 M. P. H.
If a cowling similar to Number 8, which is the best of the conventional forms, were used, the

airplane would require only 187 HP., and with a cowling covering the entire engine similar to _

Number 10, 167 HP. The airplane with the latter cowling could therefore fiy at 125 M. P. H.
with the engine throttled more than 100 R. P. M. from the revolution speed required with the
uncowled engine. If the full 200 HP. were to be used, a cowling similar to Number 6 (with
spinner) would increase the speed less than 1 M. P. H., one similar to Number 8, about 3 M. P. H.,
and one similar to Number 10, about 8 M. P. H.

Considering all types of cabin airplanes having the same engine, the higher the speed
attained with ordinary forms of cowling, the greater will be the improvement possible. This is,
of course, due to the fact that in the faster airplanes the fuselage-engine drag is a larger portion
of the total.

Practicability.

All of the forms of cowling tested have been used on airplanes in service excepting the one
entirely covering the engine. The forms inclosing & large portion of the engine have been
found rather poor from a maintenance standpoint because of the large number of small parts
which must be removed when it is necessary to work on the engine. This difficulty is accen-
tuated where metal spinners are used, but, fortunately, as these tests have shown, spinners
have an almost negligible effect on the performance of airplanes. '
~ The Number 10 cowling is similar to Number 5 in construction, except for the nose piece.
When this is removed, most parts of the engine requiring frequent attention are accessible. As
made for the tests, the nose piece for Number 10 cowling was a 1-piece ring which was easily
constructed and easily handled, its shape being such that it was stiff and strong without bracing.
It had the disadvantage, however, that in order to remove it, it was first necessary to take off
the propeller. To avoid this in practice it would probably be desirable to mske the nose piece
in two or three qmcL-detachabIe sections.

With the J-5 engine it was necessary to have a ra.ther sharp curvature at the nose of the
Number 10 cowling. A better shape, and therefore still better performance, could be obtained
with an engine having (1) a greater distance between the cylinders and the propeller, (2) smaller
over-all diameter, (3) the valve gear at the rear of the cylinders instead of projecting in front,
and (4) magnetos at the rear of the cylinders.

CONCLUSIONS

1. The drag of an average sized cabin fuselage with the engine removed and the nose rounded
is tripled by placing an uncowled J-5 engine on the nose.

2. With the conventional forms of cowling, in which a portion of the cylmders and valve
gear is exposed, the drag becomes less as the cowling is increased, but even in the most extreme
case the reduction amounts to only ebout 23 per cent of the increase in drag due to an uncowled
engine.

3. A spmner if used in front of a radial engine, decreases the drag but a very small amount
and has an almost negligible effect on the performance of an airplane.

4. With a cowling similar to Number 10, which covers the entire engine and separates the
cooling air from the general flow sbout the body, the reduction in drag is about 60 per cent of
the increase due to an uncowled engine. This is about 2.6 times as great as with the best con-
ventional form of cowling. '

5. The use of cowling similar to Number 10 seems entirely practical as regerds both cooling
and maintenance under service conditions. It must be carefully designed, however, to cool

properiy.

Langrey MEMORIAL. AERONAUTICAL LABORATORY,
NarroNAL ApvisoRY COMMITTER FOR AERONATUTICS,
Lawerey Fierp, Va., October 5, 1928.
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TasLe I.—COOLING TEST DATA
l tAvenu;e
] empera hest | Cylinder | Cylinder | Cylin
| Coul are Shot- | (ErCS) | Nombar 1, | Nomber 1 | Nombart | O tem- | Alr tem
H owling éser ‘I’Jyeads, ture on any| rear plug | barrel, barrel, perature | perature
i rear plug cylinder boss  [middle r_eaﬁ:ottom rear
| boss '
I °F. | °F. | °F. ° F. °F. °F, |Top”
‘ Number 4. e e ey 878 728 583 " 863 378 140 | 84
PONUmMber B o o 603 666 585 361 378 138 1)
I Number 7 e e 626 681 . 618 476 557 167 .88 .
Number 7, 4 holesinnose?__________.__.| B38 702 612 307 458 144 88
I Number 7 6 large holes__ . _________. - . 664 760 653 432 447 146 8%
Number 8% . __ remmmccem—acmmmaeee} 181 800+ 673 377 438 127 93
Number 10.8 ol __ 756 8004| 682 403 430 133 o7
Number 10, largeralot _ . ______.| 740, 8004-| 6564 335 355 126 91
Number 10 28-inch hole in nose, cylin- . -
der deflection b oo 695 768 636 428 467 133 75
‘Number 10, cut-outs over magnetos L__.p 706 760 858 452 477 132 77
Number 10 largercutoutsi_____.______} 697 | 778 670 460 498 140 82
Number 10 slot moved back ___________ 701 772 668 396 428 145 86
Number 10 oylinder deflectors removed 1. 704 778 670 460 408 145 86
Number 10 single eylinder deﬂectors---- 683 758 662 430 432 149 86

1 Run stopped because ot hixh tempmtu:es betore constant eondmons wem reached

TABLE II.—OBSERVED GROSS DRAG DATA, INCLUDING LANDING

GEAR AND SUPPORTS

Number 4 Number & Number 6
(without wing) | (without wing) | (without wing)

N

Number 7-O.
(without wlng)

)

Number 5
(with wing)

Number 6
(with wing}

umber 4
i
: wlthout eusfﬁe)

g | ¢ g
ib. per I}f,“g lb.;i\ta: %‘g’z p{:r %{,"3

U Drag
1b. per
8q. ft. .

[}
b, per | BE

['4
1b. per Dﬁf‘
£q. ft.

D
1£‘.“

16. 92
16. 97
10. 06
19. 08
20. 30
20. 15
26, 18
26. 28
13. 92
13. 58
11. 26
11. 28
.9, 43

9. 88

90 | kT PR A

182
182
198
198
212,
212
247
247
168
168
156

130

186
185
198
199
221
220
265
285
164
166
147
160
118
114

96
100

17. 07
16. 94
18.21
18. 21
20. 35
20. 23
24. 48
24,82
14. 98
15.03
18. 35
13. 39
10. 22
10. 17

8 64

8.86

t

Norte.—0 denotes orlginal,
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: TABLE IL—OBSERVED GROSS DRAG DATA, INCLUDING LANDING GEAR AND
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SUPPORTS—Continued
; |
Neo. 10-M (with
No. -M No. 8-M No. 1 No. 10-M Lan and
(wtthguf'v?mg) (wﬂghi wing) | (without wing) | (without wing) | (without wing) er, without e e y
|
g Drag ¢ Drag g ! Dmg 1 Drag e Drag ¢ T.sg d Drsg
1b.per | h. I;E_Prg_f 1b. {31-_%“ . | Deper | TS Doper | lg-}}g_’ 1b. I;&_P,f Ib.
16.71 | 140 16. 63 ; 146 16. 42 | 141 16. 68 | 115 15. 906 | 117 16. 60 122 16. 44 72
16. 70 | 140 16. 58 | 145 16. 46 | 141 16. 66 | 115 16. 96 | 117 16. 62 122 16. 56 72
19.09 | 167 18.70 | 163 18. 33 | 156 18. 34 | 127 17.32 | 127 18. 10 131 17. 05 74
18. 86 [ 157 18.70 | 163 18, 60 | 156 18. 42 [ 127 1 17.38 | 127 18. 09 131 17. 07 75
20.25 | 168 20.00 | 174 19.95 | 169 20. 43 | 140 18 12 | 131 19. 29 139 17. 01 74
20. 35 | 167 20.00 174 19.91 | 169 20.08 | 138 18. 00 | 131 19. 30 140 18. 71 80
24. 95 | 203 25. 48 | 219 24 45 | 206 24. 60 | 167 19.30 | 142 20, 42 148 18. 60 80
2495 | 205 25. 38 | 218 24. 90 | 209 24 67 | 167 19. 30 | 140 20. 44 149 19. 76 85
15. 45 | 130 17.07 | 150 1440 1 123 | 14 98 | 108 19. 35 | 141 24 50 175 19. 66 85
15. 14 | 127 17.13 | 150 14.92 | 129 15.18 | 106 14. 52 | 109 24, 95 179 20. 91 89
14. 04 | 117 14 64 | 130 13.01 | 118 13. 43 04 14, 45 | 107 14 88 110 25.82 | 110
14. 14 | 119 14. 64 | 130 13.02 | 113 18. 37 94 12.70 92 14. 68 108 15. 40 68
12.98 [ 111, 1230 | 110 11, 24 97 11. 83 84 12. 60 94 13. 41 100 16. 30 67 .
12. 69 | 107 I 12.52 | 111, 1L 15 98 11 90 85 20. 50 | 148 13. 10 97 13. 95 62 |
11.84 | 101 : 11.00 9%, 0.66 84 9. 60 | .68 20. 55 | 149 11. 82 89 14. 14 62
11.92 | 101 . 11.25 101, 6.66 85 9. 48 69 25,00 | 180 11. 96 90 12, 63 56
9. 92 85: 865 79 9. 07 80 8. 67 61 24.35 | 174 10. 31 77 12, 60 57
10. 19 87, 884 79 9.00{ 80 8. 65 61 24 95 | 180 10. 42 78 10. 94 50
9. 00 i VY IR U EUUUITE SR PO 10. 97 83 9.79 78 10. 94 50
8 41 78 |ceee 11. 11 84 | e 9. 86 45
_ 10.00 | 73 - 0.81| 45
10. 09 iy R R 8.24 39
8.24 38 |
i

Notr.—O denotes original. M denotes modified to cool.







APPENDIX

FLIGHT TESTS OF NUMBER 10 COWLING
By THOMAS CARROLL

In order that the practical velue of the information in the foregoing report might be demon-
strated, simple flight tests have been made of the Number 10 cowling.

Through the courtesy of the Army Air Corps at Langley Field, Ve., a Curtiss AT-5A air-
plane was obtained on which an adaptation of the Number 10 cowling was installed as shown
in Figures 34 and 35. A series of flights was made by the three pilots of the laboratory.

The maximum speed of this type airplane as in use at Langley Field had been reported at
118 miles per hour. This was checked by making a series of level runs with a Curtiss AT-5A
airplane at low altitude over the water at full power. The maximum speed was found to be
118 miles per hour at 1,900 R. P. M., both air speed and R. P. M. being measured on calibrated
instruments. Similar high speed runs made with the modified AT-5A showed a performance
of 137 miles per hour at 1,900 R. P. M., an increase of 19 miles per hour. The original speed
of 118 miles per hour was attained at 1,720 R. P. M. on the modified airplene.

While the type of cowling as normally installed on an AT-5 is not particularly adaptable
to speed, the increase is considered remarkable. Furthermore, the improvement of flying
qualities in smoothness of operation was also very favorably commented upon by all pilots
who have flown it. The air flow over the fuselage and over the iail surfaces is very obviously
improved.

The cooling of the engine was found to be normasl in these tests. The oil temperature
reached 58° and was fairly constant, and there was no other indication of overheating. Like-
wise, there was no interference to the pilot’s vision in any useful field.

LanerLEY MEVORIAL AERONAUTICAL I:ABORATORY,
NaTroNAL Apvisory COMMITTEE FOR AERONAUTICS,
Lanerey Frewp, VA., October 13, 1928.
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Scale, inches. 24

Deve/o
/engﬁgo 1156"

Maximum width, 54"

Thickness: (5" 34

Fiaure 10.—8ingle deflector

FIGGRE 11.—7-5 cylinders mounted on E-2 engine for slip-stream
torque tests . P

Fieunx 12.—Cowling No. 4, engine exposed
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FieurE 13.—Cowling No. 4 on fuselage with stub wing and landing gear mounted In the propelier research tunnel
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FiGtRE 14.—Cowling No. 5
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Fraure 17.—Cowling No. 7, four slots




" RADIAL AIR-COOLED ENGINE—I

DRAG AND COOLING A ‘““WHIRL

Ll .
i 3

e =k

I
L |~
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FIGTRE 26.—Cowling No. 10 with slot moved back
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FioUvRE 28.—Cowling No. 10 with No. 6 nose with splnner

FieUurx 20.—No. 4 with engine removed and nose rounded
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F1aURE 32.—Propeller No. 4412 (15° &t 42 inches) on various
cowlings without wing and with J-5 engine
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FIGURES 84, u.—thlss A T-§ afrplene with No. 10 cowling



